JAKA Boost Productivity for a Better World

JAKA A Series

[ Available in select markets |
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worry-free operation. footprint (A12 only)

Parameter JAKA A5 JAKA A20
Payload 5 kg Tkg* 12 kg 20 kg
Weight . 23kg 41 kg 68 kg
Basic Reach 954 mm 1425 mm 1780 mm
Parameters Repeatability +0.02 mm +0.03 mm +0.05 mm
Degree of freedom ] 6 6
Programming . Graphical programming, and freedrive programming Graphical programming, and freedrive programming Graphical programming, and freedrive programming
Teach pendant type Mobile terminal (computer/pad/mabile phone) Mabile terminal (computer/pad/maobile phone) Mobile terminal (computer/pad/mobile phone)
Joint Range of action Joint speed Range of action Joint speed Range of action Joint speed
Joint 1 +360° 210°/s +360° 150°/s +360° 120°/s
Joint 2 +360° 210°/s +360° 150°/s -85°-+265° 120°/s
Movarnent Joint 3 | +360° 210°/s +360° 210%s +175° 120°/s
Joint 4 +360° 265°/s* +360° 210%/s -85°-+265° 265°/s*
Joint 5 . +360° 265°/s* +360° 265°/s* +360° 265°/s*
Joint 6 +360° 265°/s* +360° 265°/s* +360° 265°/s*
Tool max speed . ! 35mis / . 4 mis . / 5mis
Average power consumption 350w s00wW T50W
Physical IP IP54(Joint 4/5/6:1P67) IP54(Joint 5/6:1P6T7) IP54(Joint 4/5/6:1P67)
Tool /O port 2 digital inputs, 2 digital outputs, 2 analog inputs 2 digital inputs, 2 digital outputs, 2 analog inputs 2 digital inputs, 2 digital outputs, 2 analog inputs
Base diameter @158mm, MBx4 @188mm, M8x4 @246mm, M12x4
IP P44 P44 IP44
Control cabinet /O port 16 digital inputs, 16 digital outputs, 2 analog inputs or outputs 16 digital inputs, 16 digital outputs, 2 analog inputs or outputs 16 digital inputs, 16 digital outputs, 2 analog inputs or outputs
Control Communication TCP/IP, Modbus TCP, Modbus RTU, Profinet(Slave), Ethernet/IP TCP/IP, Modbus TCP, Modbus RTU, Profinet(Slave), Ethemet/IP TCP/P, Modbus TCP, Modbus RTU, Profinet(Slave), Ethemet/IP
Cabinet Power supply . 100-240VAC, 50-60Hz 100-240VAC, 50-60Hz 100-240VAC, 50-60Hz
Outline dimension 410%307%235 (mm) (WxHxD) 410x307%235 (mm) (WxHxD) 410x307%235 (mm) (WxHxD)
15.4 kg . 18 kg

Weight 154 kg

*This performance can be achieved through a software upgrade.
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JAKA

JAKA Zu Series (with CE Certificate)

Fory
%

Easy to Install

Plug-and-play

Simple deployment

Small footprint

Easy to Use

In-built torque feedback module
Drag teaching
Graphic programming

Built for Every Task

Excellent repeatability

Q Great precision

VTBF 80,000 haurs

Boost Productivity for a Better World

oduct selection guide

Control cabinet

JAKA Zu7

JAKA Zu12

JAKA Zu18

JAKA Zu20

JAKA Zu30

Basic
Parameter

Movement

Specifications

Control
cabinet
JAKA CAB V2.1

(Optional: JAKA CAB V3)
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Parameter
Payload

Weight (including cables)

JAKA Zu3
3kg (6.6 Ih)

12 kg (26.46 Ib)

JAKA Zus

5 kg (11 1h)

23 kg (50.71 1b)

T kg (15.4 Ib)

22 kg (48.50 Ib)

12 kg (26.4 Ib)

41 kg (90.39 Ib)

18 kg (39.6 Ib)

35 kg (7716 Ib)

20 kg (441 Ib)

68 kg (149.9 Ib)

30 kg (66.1 Ib)
65 kg (143.3 Ib)

1350 mm (53.1 in)

Reach 626 mm (24.64 in) 954 mm (37.5in) 819 mm (32.2in) 1327 mm (52.2 in) 1073 mm (42.24 in) 1780 mm (70.1 in)
Repeatability £0.02 mm (£0.00079 in) +0.02 mm (£0.00079 in) £0.02 mm (£0.00079 in) £0.03 mm (£0.00118 in) +0.03 mm (£0.00118 in) +0.05 mm (£0.00120 in) +0.05 mm (£0.00120 in)
Degree of freedom 6 6 6 6 6 6 6
Programming Graphical programming, and freedrive programming = Graphical programming, and freedrive programming | Graphical programming, and freedrive programming | Graphical programming, and freedrive programming ~ Graphical programming, and freedrive programming | Graphical programming, and freedrive programming ~ Graphical programming, and freedrive programming
Demonstrator type . Mobile terminal {computerfpadimobile phone) . Mobile terminal (computer/padimobile phone) . Mobile terminal (computer/pad/mobile phone) . Mobile terminal (computer/padimobile phone) Maobile terminal (computer/pad/mobile phone) . Mobile terminal (computer/pad/imobile phane) Mabile terminal (computer/padimobile phone)
Joint Range of action Joint speed Range of action Joint speed Range of action Joint speed Range of action Joint speed Range of action Joint speed Range of action Joint speed Range of action Joint speed
Joint 1 +360° 180°/s +360° 180°/s +360° 180°/s +360° 120°/s +360° 120°/s +360° 120%/s +360° 120°%/s
Joint 2 -85°~+265° 180°/s -85°~+265° 180°/s -85°~+265° 180°/s -85°~+265° 120°%/s _85°~+265° 120°%/s -85°~+265° 120%/s -85°-+265° 120°/s
Joint 3 +175° 180°/s +175° 180°/s +175° 180°/s +175° 120°/s +175° 180°/s +175° 120%/s +175° 120°%/s
Joint 4 -85°~+265° 220°/s -85°~+265° 180°/s -85°~+265° 180°/s -85°~+265° 180°/s -85°~+265° 180°/s -85°~+265° 220°/s -85°+265° 220°/s
Joint 5 +360° 220°s +360° 180°/s +360° 180°/s +360° 180°/s +360° 180°/s +360° 220°/s +360° 220°/s
Joint 6 +360° 220°Is +360° 180°/s +360° 180°/s +360° 180°/s +360° 180°/s +360° 220°/s +360° 220°/s
Tool typical speed / 1 mis (3.281 ft/s) / ' 1 mis (3.281 ft/s) / 1 mis (3.281 ft/s) ! ' 1m/s (3.281 fi/s) / ' 1 mis (3.281 ft/s) / ' 1.5 m/s (4.921 ft/s) / ' 1 mis (3.281 ft/s)
Typical consumption 150W 350W 350W 500W 500W 750W 750W
IP classification IP54 P54 P54 P54 P54 IPB5 IPG5
2 digital inputs 2 digital inputs 2 digital inputs 2 digital inputs 2 digital inputs 2 digital inputs 2 digital inputs
Tool /O ports 2 digital outputs 2 digital outputs 2 digital outputs 2 digital outputs 2 digital outputs 2 digital outputs 2 digital outputs
2 analog inputs 2 analog inputs 2 analog inputs 2 analog inputs 2 analog inputs 2 analog inputs 2 analog inputs
Footprint 129 mm (5.079 in) 158 mm (6.220 in) 158 mm (6.220 in) 188 mm (7.402 in) 188 mm (7.402 in) 246 mm (9.685in) 246 mm (9.685 in)
IP classification IP44 1P44 IP44 P44 IP44 IP44 P44
Ie] ports 16 digital inputs, 16 digital outputs, 2 analog inputs or outputs 16 digital inputs, 16 digital outputs, 2 analog inputs or outputs

Communication mode
Power supply
Size

Weight

TCP/IP, Modbus TCP, Modbus RTU, Profinet, Ethemet/IP

100-240VAC, 50-60Hz
4107307*235 mm (16.14*12.09*9.25 in)

13.5 kg (29.762 Ib)

100-240VAC, 50-60Hz
410%307*235 mm (16.14*12.09*9.25 in)

15.4 kg (33.95 Ib)

100-240VAC, 50-60Hz
4107307*235 mm (16.14*12.09*9.25 in)

15.4 kg (33.95 Ib)

100-240VAC, 50-60Hz
410%307*235 mm (16.14*12.09*9.25 in)

18 kg (39.68 Ib)

TCP/IP, Modbus TCF, Modbus RTU, Profinet, Ethemet/IP

100-240VAC, 50-60Hz
410%307*235 mm (16.14*12.09*9.25 in)

18 kg (39.68 Ib)

100-240VAC, 50-60Hz
410*307*235 mm (16.14*12.09*9 25 in)

18 kg (39.68 Ib)

100-240 VAC, 50-60Hz
410%307*235 mm (16.14*12.09*9.25 in)

18 kg (39.68 Ib)
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